
Minnisblað 

2. maí 2021

Til: Hafnarstjóra, Lúðvíks Geirssonar 

Frá: Sætækni ehf., Gunnari H. Sæmundssyni 

Efni: Hafnarfjarðarhöfn landtengingar – framkvæmdir 

Ákveðin sýn um fyrirhugaðar framkvæmdir var sett fram í minnisblaði 23. mars s.l. Margt að því sem 
þar var sett fram hefur gengið eftir; t.d. er búið að bjóða út háspennuhlutann og búið er að opna 
tilboð í það verk. Nánari grein verður gerð fyrir því hér að neðan. Undirbúningur innkaupa á 
lágspennubúnaði hefur tekið lengri tíma en áætlað var og ástæður þess verða raktar hér að neðan. 

Háspennubúnaður 

Opnuð voru tilboð í háspennuhlutann, „Hafnarfjarðarhöf Hvaleyrarbakki 11kV kerfi fyrir 
landtengingargám“. Fjórir aðilar í þessum geira fengu útboðsgögn og þrír þeirra skiluðu inn tilboði, 
þ.e. RST Net, Rafal og Orkuvirki. Niðurstöður má sjá í Fylgiskjali 1, sem er fundargerð vegna opnunar 
tilboða frá 28. apríl s.l. Þar kemur fram að Orkuvirki er með lægsta tilboðið, eða 12,6 m.kr., en 
kostnaðaráætlun var 14,5 m.kr. Bæði tilboðið og kostnaðaráætlun eru m.v. álstreng. Tilboð Orkuvirkis 
í heild sinni  fylgir þessu minnisblaði sem Fylgiskjal 3.  

Það er skoðun undirritaðs  og Jóns Björns (sjá Fylgiskjal 2) að semja eigi við Orkuvirki, og leggjum við 
til að gerður verði sérstakur verksamningur sem byggi á útboðsgögnum frá J2B Ráðgjöf ehf. og tilboði 
Orkuvirkis. 

Lágspennubúnaður 

Í minnisblaði frá 23. mars s.l. voru settar fram hugmyndir um hvernig staðið yrði að kaupum á 
lágspennubúnaði en sá búnaður samanstendur af gámi 1, gámi 2 og kapalkerfi. Gert var ráð fyrir að 
hægt væri að miða við veitutilskipun EES sem segir að hámarksupphæð í einstöku útboði megi ekki  
fara yfir 58 m.kr. Kostnaðaráætlun fyrir allan búnaðinn er um 90 m.kr. Hugmyndin var að skipta 
búnaðinum upp í tvö útboð, en jafnframt var ákveðið að leita ráðgjafar og samvinnu hjá Ríkiskaupum. 

Eftir yfirferð á lögum um opinber innkaup nr. 120/2016 kemur fram í 69 gr. að það sé ekki heimilt að 
bjóða út skyldan búnað í tvennu lagi. Til að gera langa sögu stutta var ákveðið í samráði við Ríkiskaup 
að setja inn á EES-vefinn forauglýsingu, samanber grein 54 í fyrrgreindum lögum. Þetta var gert 
fimmtudaginn 30. apríl s.l. af fulltrúa Ríkiskaupa og undirrituðum. Ferlið er þannig að auglýsingin fer í 
„yfirlestur“ hjá EES áður en hún fer inn á vefinn. Gert er ráð fyrir að það taki um 3 til 5 daga. 
Auglýsingin þarf að vera í birtingu í 35 dag. Eftir það er loksins hægt að senda út útboðslýsingu á þá 
aðila sem melda sig áhugasama og uppfylla skilyrði auglýsingar. 

Ef allt þetta gengur eftir má gera ráð fyrir að tilboð í búnað liggi fyrir um mánaðamótin júní/júlí 2021. 

Fylgiskjöl: 
Fylgiskjal 1, fundargerð 28. apríl 
Fylgiskjal 2, tölvupóstur frá Jóni Birni 
Fylgiskjal 3, tilboð frá Orkuvirki 



Hafnarfjörður 28. apríl 2021 

Fundargerð 

Efni: Opnun tilboða vegna útboðs: 

Hafnarfjarðarhöfn 
Hvaleyrarbakki 

11 kW kerfi fyrir landtengingargám 

Tilboðsaðilar og tilboðsupphæðir samkvæmt tilboðsblöðum, upphæðir án vsk. 

RST Net: 

Tilboð m.v. koparstreng: kr. 23.998.083 

Tilboð m.v. álstreng: kr. 18.747.283 

Rafal: 

Tilboð m.v. koparstreng: 

Tilboð m.v. álstreng:  kr. 14.018.002 

Orkuvirki: 

Tilboð m.v. koparstreng:  

Tilboð m.v. álstreng: kr. 12.628.060 

PSC: 

Gerir ekki  tilboð 

Tilboð m.v. koparstreng: 

Tilboð m.v. álstreng: 

Kostnaðaráætlun verkkaupa er 15,5 m.króna m.v. koparstreng, en 14,5 m.króna m.v. álstreng. 

Athugasemdir: 

Engar athugasemdir. 

Fylgiskjal 1



Mættir á fundinn: 

Gunnar H. Sæmundsson Sætækni ehf  gunnar@saetaekni.is  

Jón B. Bragason J2B Ráðgjöf ehf   jonbjorn@j2b.is  

Stefnir  Þór Kristinsson   Orkuvirki  stefnir@orkuvirki.is 

Bjarni Sæmundsson Rafal  bs@rafal.is 

Sigmundur Jónsson RST Net sj@rst.is 

Þórarinn Kristján Ólafsson 

Lúðvík Geirsson  Hafnarfjarðarhöfn 

 

 

Sign 

Gunnar H. Sæmundsson 
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From: Jón Björn Bragason <jonbjorn@j2b.is>
Sent: fimmtudagur, 29. apríl 2021 12:52
To: Gunnar Sæmundsson
Subject: Hh, 11kV kerfi fyrir landtenginargám - samanburður tilboða

Sæll Gunnar, 

Varðandi samanburð á tilboðum út frá skilagögnum sendi ég þér eftirfarandi línur: 

Eins og fram kom í gær að þá var Orkuvirki með lægsta tilboðið, eða ca. 87% af kostnaðaráætlun m.v. 11kV álleiðara 
að bryggju og Rafal með ca. 97% og RST-Net með 130%. 

Vegna þess að RST-Net er 30% fyrir ofan kostnaðaráætlun miða ég samanburð við tilboð frá Rafal og Orkuvirki. 

Samkvæmt tilboðsblaði var mesti munur á liðum á milli Orkuvirkis og Rafals á lið 4.1 „Háspennurofabúnaður“ sem 
líklega af mestu leiti á að álagning og vinnuliður Orkuvirkis er lægri en ég tak fram að verið er að bjóða sama 
búnaðinn. 
Orkuvirki voru einnig ca. 260þús kr. lægri í lið 4.3 „Búnaður fyrir 11kV tengil á hafnarbakka“ en Rafal og þar er 
skýringin að liður 4.3.1 „Tenglaskápur fyrir búnað“ er settur á 300þús kr. hjá Orkuvirki, sem er of lágt fyrir þetta 
verkefni. 
Eins og skilgreint er í texta útboðsgagna lið 4.3.1.: „Verktaki skal gera ráð fyrir vinnu í samráði við eftirlitsaðila 
verkkaupa varðandi endanlega útfærslu tenglaskáps“ og með vísun í skilagögn frá Orkuvirki er ljóst við þurfum að 
gera ráð fyrir að þessi kostnaðarliður hækki (tek fram að sama gildir fyrir Rafal). Sú kostnaðarhækkun spilast eftir því 
hver endanleg útfærsla verður en að mínu mati væri ráðlegt að gera ráð fyrir 300 til 500þús. kr. hækkun 
(kostnaðaráætlun gerði ráð fyrir 810þús kr. fyrir þennan lið). 

Þótt svo að það væri niðurstaðan að þá er Orkuvirki ennþá með lægsta tilboðið eða um 91% af kostnaðaráætlun 
miðað við gefnar forsendur og þeir hafa einnig reynslu af uppsetningu á sambærilegum tenglabúnaði fyrir aðra aðila. 
Ég legg því til Hafnarfjarðarhöfn gangi til viðræðna við Orkuvirki um að þeir taki verkefnið að sér, en áður að það 
verður gert væri tekin fundur með þeim þar sem farið væri yfir verkið og þá aðallega útfærslu á tenglaskáp fyrir 
búnað þar sem sá kostnaðarþáttur er óljós (Hh hefur betri samningsaðstöðu varðandi breytingu á útfærslu að vera 
ekki búnir að samþykkja tilboð). Við ættum að geta komið á fundi með þeim í næstu viku. 

Kveðja 
jbb 

Fylgiskjal 2



Fylgiskjal 3









 
 

   

 
Reykjavík 28. apríl 2021  

 
Hafnarfjarðarhöfn 
Óseyrarbraut 4 
220 Hafnarfjörður 
 
Bt. Gunnar Hörður Sæmundsson 
Sætækni ehf 
 
B.t Jón Björn 
J2B Ráðgjöf ehf  
 
 
Málefni:  Hafnarfjarðarhöfn Hvaleyrarbakki 11kV kerfi fyrir landtengingargám  

 
Orkuvirki þakkar fyrir tækifæri til að gefa tilboð í 11kV kerfi fyrir landtengingargám.  Vegna 
tilboðs viljum við setja fram fyrirvara við boðið tilboð skv. eftirfarandi: 
 

1. Liður 4.3.1, meðfylgjandi er dæmigerð útlitsmynd af tenglaskáp fyrir búnað á 
hafnarbakka.  Orkuvirki hefur fyrir aðra viðskiptamenn gert sambærilegt og leggur til að 
útfærsla verði með þessum hætti. 

2. Liður 4.3.6, 24V DC skápur/varaflgjafi fyrir stýringu, boðinn búnað er innbyggður í 
háspennuskápa. 

3. Liður 4.5.1, Aflstrengur 3x35+3x25/3 Cu Prysmian Protolon (SMK)(5DK4-062), boðin er 
álstrengur í staðinn fyrir fyrirskrifaðan kopar streng og hann er af gerðinni AXAL-TT 3x50 
12kV og einingaverð á við álstreng. 
 

 
Með von um að tilboðið reynist ykkur hagstætt. 
 
 
 
Virðingarfyllst, 
 
Stefnir Þór Kristinsson 
Verkefnastjóri 
 
F.h. Guðmundar Sigvaldasonar 
Framkvæmdastjóra. 
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MEDIUM VOLTAGE PRODUCTS 

Drawings for MV Switchgear 

SafePro 3 
 
Project:  Landtenging 
ABB Offer No.:  ST21012400 Rev. 0 
Quotation Date:  12.4.2021 
Revision Date:  21.4.2021 
Client:   Hafnarfjarðarhöfn  
Bidder:  Johan Ronning Klettagardar 25, Reykjavik 104 Iceland 

 
Note: ABB wishes to highlight that values of dimensions and weights provided herein are preliminary and may change 
after final design preparation, based on final scope of supply and installation details of the switchgear. As a consequence, 
provided values of dimensions and weights are NOT to be considered as final but only for standard reference purposes. 
ACCORDINGLY, YOU EXPRESSLY ACKNOWLEDGE AND AGREE THAT VALUES OF DIMENSIONS AND WEIGHTS PROVIDED HEREIN 
ARE NEITHER FINAL NOR BINDING AND THAT THE RESULT OF THEIR USE IS NEITHER FEASIBLE NOR ACCURATE NOR ERROR 
FREE. 
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Technical specification 

 
 
 

Customer : Hafnarfjarðarhöfn 
 
 

Project Name : Landtenging 
 
 

Date : 12.4.2021 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Your Ref. :  
Our Ref. : ST21012400  
Revision : 0 

Revision Date : 21.4.2021 
 
 

Issuer : Sveinn Runar Juliusson 
Office :  
 

Telephone : +3545200824 /  
Fax :  
E-mail : sveinnr@ronning.is 



 
Our. Ref.: ST21012400 Rev. 0 Date: 21.4.2021 
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Item no. 1 Switchgear 1 
 
SafePlus compact switchgear 
 
Total number of modules 3 pcs 
 
Switchgears consisting of two or more sections to be connected via external busbars, are delivered as 
separate sections from factory for assembly on site. 
 
STANDARDS AND MECHANICAL DATA 
 
Metal Enclosed switchgear:  IEC 62271-200 
General Purpose switches:  IEC 60265-1 
Disconnectors and Earthing switches:  IEC 62271-102 
Switch Fuse Combination:  IEC 62271-105 
Circuit Breakers:  IEC 62271-100 
Common clauses:  IEC 60694 
Pressure of SF6 gas:  1.4 bar at 20 °C 
Cable bushings:  DIN 47636 
Temperature class: -25 °C - +40 °C indoor 
Degree of protection: 
  - SF6 tank:  IP 67 
  - Fusecanisters:  IP 67 
  - Front cover:  IP 2X 
  - Cable cover:  IP 3X 
Busbars:  240 mm2 Cu 
Earth bar (external):  100 mm2 Cu - Bolt dimension: M10 
Thickness of Stainless Steel Tank:  3.0 mm 
Colours:  
- Front cover:  RAL 7035 
- Side and cable cover:  RAL 7035  
 
ELECTRICAL DATA – 12 kV - 28kV-1min 
  
Nominal voltage: 11 kV 
Rated frequency: 50 Hz 
Rated current busbars: 630 A 
Rated current cable switch disconnector : 630 A 
Short time withstand current: 
- cable switch disconnector with interface B (400-plug) bushing: 16 kArms 1 sec. 
- cable switch disconnector with interface C (400-bolt) bushing: 21 kArms 3 sec. / 25kArms 1sec. 
- cable switch disconnector with interface D (600-bolt) bushing: 21 kArms 3 sec. 
- vacuum circuit breaker with interface A (200-plug) bushing: 16 kArms 0,5 sec. 
- vacuum circuit breaker with interface B (400-plug) bushing: 16 KArms 1 sec. 
- vacuum circuit breaker with interface C (400-bolt) bushing: 21 kArms 3 sec. 
- vacuum circuit breaker with interface D (600-bolt) bushing: 21 kArms 3 sec. 
Rated current for transformer T-off : 200 / 630 A 
Short time withstand current (3 sec) CB-module vacuum circuit breaker: 25kArms 
 
Impulse withstand voltage : 
To earth and between phases: 95 kV 
Insulation level: 
- Power  frequency 1 min: 28 kV 
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Bill of Material 
 
Equipment delivered separately or mounted in respective panel. 
 

4 End adapter (3 pcs) NHSN620024P0001  
3 Busbar L = 364mm Std. / Std. / M-module (NHSN620024P0364)  
3 Busbar L = 554mm M-module / standard module (NHSN620024P0554)  
2 Distance plate std / metering or CB - Metering (NHP 304633P0001)  
2 Distance plate Metering / std (NHP 304641P0001)  
2 Fixing material (1VDC000031R0004)  
1 Low voltage compartment (470mm) 2-way unit  
1 Low voltage compartment (400mm) 1-way unit  
2 Operating handle  
   

 
 
A01 C 
 
SafePlus C is a cable switch module with a three position load break switch and earthing switch, 
busbars, interlocking and earthbar. 
 

1 SafePlus type C: Cable switch 12kV, 630A  
1 Bushings outside cone interface C for connection of external busbar, right side  
1 Manometer  
1 Snap action mech. for motor operation  
1 Padlocking device push buttons  
1 Control voltage, motor operation 24 V DC  
1 Cable cover standard  
1 Cable bushings interface C (400 bolted), 630 A, standard  
1 Manual Operating Earthing Switch  
3 Cable clamps LKHES 24/38 (polyamide) mounted  
1 Aux. switch for load break switch position 2NO + 2NC  
1 Capacitive voltage indication WEGA 2.2C VDS - LR(low resistance) system with signal 

contact 6-12 kV 
 

1 Aux. switch for earth switch position 2NO + 2NC  
1 Cable support bars, standard for 1-way unit  
   
   

 
 
A02 M 
 
SafePlus M is an air insulated metering module. 
 

1 SafePlus type M: Air insulated metering module 12kV, 630A (IAC AF 16kA 1 s / IAC AFL 
20kA 0,5 s) 

 

1 Bushings outside cone interface C for connection of external busbar, left side  
1 Bushings outside cone interface C for connection of external busbar, right side  
1 Busbar top connection / Busbar top connection configuration  
1 3 current transformers, DIN42600 narrow type with ribs  
3 Type: TPU40.13 (please note that some combinations of CT's especially with low 

primary current may not be possible) 
 

1 Reconnectable on secondary side  
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1 Primary current: 50-100 A  
1 Secondary current: 1 A  
1 Number of cores: 1  
1 Burden core 1: 5 VA  
1 Class core 1: 0.2S FS5  
    
1 3 single pole voltage transformers, DIN42600 narrow type  
1 Power direction from left to right  
3 Type: TJC 4 (please note that some combinations of VT's with two measuring windings 

may not be possible) 
 

1 Earth fault winding with 30VA class 3P  
1 Primary voltage: 11000:V3 V  
1 Secondary voltage: 110:V3 / 110:3 V  
1 Number of metering windings: 1  
1 Burden winding 1: 5 VA  
1 Class winding 1: 0.2  
1 Protection cover behind front door/cover  
    
1 V&A-meter with selector switches  
1 Space for electronic meter  
1 V-meter ratio 11.000/110 V  
1 Protection,  low voltage 3 pole MCB 6 A  
1 A-meter ratio 50/1 A  
1 Protection, earth fault winding single pole MCB 6 A  
   
   

 
 
A03 V 
 
SafePlus V is a Vacuum circuit breaker  module with vacuum circuit breaker, three position 
isolator/earthing switch, busbars, interlocking, earthbar and stored spring energy mechanism (A-
mech.). 
 

1 SafePlus type V: Vacuum circuit breaker 12kV, 630A  
1 Bushings outside cone interface C for connection of external busbar, left side  
1 Manometer  
1 Stored energy mech. with open- and close coil for motor operation  
1 Control voltage, motor operation 24 V DC  
1 Mechanical operations M1 (2 000 operations)  
1 Padlocking device push buttons  
1 Control voltage, relay trip coil 24 V DC  
1 Cable cover standard  
1 Protection relay REF615, Std.conf.N, 1IO  
 Synchro-check/voltage check (25)  
 Three-phase undervoltage 3 (27)  
 Three-phase non-directional overcurrent 4 (50/51/51B)  
 Non-directional earth-fault 4 (50N/51N (OR 50G/51G))  
 Three-phase overvoltage 3 (59)  
 Residual overvoltage 3 (59N)  
 Circuit breaker failure (62BF)  
 Directional earth-fault 3 (or non directional mode - 50N, 51N (OR 50G, 51G)) (67N)  
 Eletrically latched lockout relay 2 (86)  
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 MIMIC dynamic data point on HMI (single-line diagram)  
 Alarm LEDs on HMI (alarm view) 11  
 On/Off switch on HMI (single-line diagram) 5  
 Local/remote selector  
 Configurable Interlocking  
 PLC logics (AND, OR, timers etc.)  
 Self-supervision  
 Annunciating, event generating and value recording  
 Graphical display  
 Three-phase current (3I)  
 Neutral current (In)  
 Three-phase voltage (3U)  
 Residual voltage (Vn)  
 Three-phase power and energy (incl. cos j) (P, E)  
 Frequency (f)  
 Disturbance recorder (DREC)  
 CB condition monitoring 1 (CBCM)  
 Trip circuit supervision 2 (TCM)  
 Supervision of the energizing current input circuit (MCS 3I)  
 NONE  
 Ethernet 100Base TX (RJ45)  
 IEC 61850+Modbus  
 Analog input (1/5A) 3/4  
 Analog input (0.2/1A) 1/0  
 Analog input (100V) 5  
 Digital inputs 16  
 Power outputs 4  
 Signal outputs 6  
 24V DC  
 No configuration  
 No earth fault transformer  
 No relay test equipment  
 50-100-200/1 A - Included in switchgear - not mounted  
1 Device configuration  - No Configuration  
1 Motor Operating Disconnector  
1 Motor Operating Earthing Switch  
1 Cable bushings interface C (400 bolted), 630A  
3 Cable clamps LKHES 24/38 (polyamide) mounted  
1 Capacitive voltage indication WEGA 2.2C VDS - LR(low resistance) system with signal 

contact 6-12 kV 
 

1 Aux. switch for vacuum circuit breaker position 2NO + 2NC  
1 Aux. switch for disconnector position 2NO + 2NC  
1 Aux. switch for earth switch position 2NO + 2NC  
1 Vacuum circuit breaker tripped signal 1NO  
1 Undervoltage release, control voltage 230 V AC  
1 Cable support bars, standard for 1-way unit  
3 Ring core current transformer type 50-100-200/1 A, 1,5-3-6VA, 10P10 (Ø50mm) 

3WAA038318P0001 
 

3 Protection CTs are included in switchgear and delivered at the pallet of the switchgear  
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